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Fiber Optic Connectors 
 
The 3C3¨  range of Duplex ST, SC and LC Multimode and Single mode connectors are designed for 

quick and easy termination using the cold cure system with primer and adhesive (epoxy). The 

connectors are suitable for use with both loose tube and tight buffered fiber optic cable. The 3C 

connectors provide low insertion loss, low back reflection, precise repeatability and high temperature 

stability.The 3C3¨  connectors are suitable for Long Haul telecommunication, Optical fiber CATV 

engineering, LAN and WAN network and Data optical communication system. 
 

Features  
 

• Low insertion loss, High return Loss 
 

• Compliant with telecordia GR-326-core,IEC,TIA/EIA 
 

• Good repeatability and inter changed ability 
 

• Superior quality standard PC, UPC, APC Policing 
 

• High precision ceramic ferrule. 
 

Technical Specification  
 

 Connecter  PC(SM) UPC(SM) APC(SM) PC(MM)  

 Return loss  ≥45 ≥50 ≥60 ≥35  

 Insertion loss(dB)  ≤0.2, ≤0.3(max)     

 Repeatability(dB)  ≤0.1     

 Durability  ≥1000     

 Operating temperature(¡C) -25 to +70     

 Tensile strength(N)  ≥90 (Φ3.0), ≥70(Φ2.0), Φ0.9    

 Ordering Information        
        

 Part Code Description       
3C-CO-YYY-ZZZ Fiber Optic Connectors 

 
YYY – ( SCP, SCA, FCP, FCA, STP, STA, LCP, LCA, MTRJ) 

 
ZZZ- (OS2-9/125 micron Single Mode and OM1, OM2, OM3, OM4 -50/125micron Multi Mode)  
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